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4 HEATRAN Heat Transfer Technology 1. 회사개요
5 Heat Transfer Technology
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13 Heat Transfer Technology
14 Heat Transfer Technology
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18 Heat Transfer Technology
19 
20 
21 
22 
23 
24 
25 
26 
27 
28 
29 
30 12-EA-201 Heavy Cycle Oil Product Cooler AIR-COOLED HEAT EXCHANGER , m² PERFORMANCE DATA - TUBE SIDE Heavy Cycle Oil , , , PERFORMANCE DATA - AIR SIDE , DESIGN, MATERIALS AND CONSTRUCTION TUBE BUNDLE HEADER PLUG TUBE 822 mm 9,144 mm A516 Gr.70 A A105 Soft Iron , Hot Dip Galvanized 11 / 11 / 11 / 11 / 11 / None O 30 NOZZLES FIN Embedded(G-fin) # RF Aluminium LOUVER # RF STEAM COIL # RF VIBRATION SWITCH # RF AIR RECIRCULATION NOISE LIMIT 85 None API 661, 4th ed., 1997 MECHANICAL EQUIPMENT DRIVER FAN SPEED REDUCER O kw φ kw CONTROL Action on Air Failure ESTIMATION 6,170 REMARKS 1. Minimum design metal temperature is This Item is common bay with 12-EA-202. See 12-EA-202 data sheet for mechanical equipment data 3. Tube to tube sheet joint : Expanded with groove and seal weld.
31 AIR-COOLED HEAT EXCHANGER 12-EA-201 Heavy Cycle Oil Product Cooler 2750 (APP.) EA EA (APP.) (APP.) 12-EA EA
32 12-EA-202 Light Cycle Oil Product Cooler ,080,000 1,888 m² PERFORMANCE DATA - TUBE SIDE Light Cycle Oil , , , PERFORMANCE DATA - AIR SIDE ,000 1, DESIGN, MATERIALS AND CONSTRUCTION TUBE BUNDLE HEADER PLUG TUBE 1,848 mm 9,144 mm A516 Gr.70 A A105 Soft Iron , Hot Dip Galvanized 28 / 28 / 28 / None O 30 NOZZLES FIN Embedded(G-fin) # RF Aluminium LOUVER # RF STEAM COIL # RF VIBRATION SWITCH # RF AIR RECIRCULATION NOISE LIMIT 85 None API 661, 4th ed., 1997 MECHANICAL EQUIPMENT DRIVER ELECTRIC MOTOR FAN MOORE SPEED REDUCER V-Belt 40 VT Manual O kw , , T.E.F.C None Aluminum Cast Alum φ 50 kw CONTROL Action on Air Failure ESTIMATION 2.7 X ,000 25,000 26,300 REMARKS 1. Minimum design metal temperature is This Item is common bay with 12-EA-201. The mechanical equipment data specified is for common bay fan. 3. Tube to tube sheet joint : Expanded with groove and seal weld. AIR-COOLED HEAT EXCHANGER
33 AIR-COOLED HEAT EXCHANGER 12-EA-202 Light Cycle Oil Product Cooler 2750 (APP.) EA EA (APP.) (APP.) 12-EA EA
34 12-EA-203 Main Column Condenser ,190,000 29,858 m² 1, PERFORMANCE DATA - TUBE SIDE AIR-COOLED HEAT EXCHANGER HCBN,WATER & HYDROGEN , ,361 28, , , , , , , PERFORMANCE DATA - AIR SIDE ,637,000 3, DESIGN, MATERIALS AND CONSTRUCTION TUBE BUNDLE HEADER PLUG TUBE 3,779 mm 9,144 mm A516 Gr.70 (Killed) A214 (Killed) 1 6 A105 Soft Iron , Hot Dip Galvanized None O 30 NOZZLES FIN Knurled (KL) # RF Aluminium LOUVER # RF STEAM COIL # RF VIBRATION SWITCH # RF AIR RECIRCULATION NOISE LIMIT 85 Wet H2S Service (UOP Spec. 4-13, Sec. 4.2) API 661, 4th ed., 1997 MECHANICAL EQUIPMENT DRIVER ELECTRIC MOTOR FAN MOORE SPEED REDUCER HTD-Belt 60 VT O kw , , T.E.F.C None Aluminum Cast Alum φ 50 kw CONTROL Action on Air Failure ESTIMATION 19.1 X ,000 41, ,000 REMARKS 1. Minimum design metal temperature is Design for wet H2S service per UOP Standard Specification 4-13, Section Provide post-weld heat treat. 4. Tube to tube sheet joint : Strength Weld.
35 12-EA-203 Main Column Condenser AIR-COOLED HEAT EXCHANGER 19100(APP.) (APP.) (APP.)
36 FEED WATER HEATER POWER PLANT No.3 HP Heater ,240 OD x 8,860 TL 3-zone, U-tube HORIZONTAL PERFORMANCE OF ONE SHELL 3, , , *1) *1) 3, D-Seg, 400 TTD , , ,865.2 Supp, 785 DCA , , ,102.9 Seg, 230 1,900 23, U-tubes *5) 8,860 1, (Triangle) 8,830 r 12,510 5,922 A556-C2, CS CS CS CS CS CS CS WELDED S1 S7 S T1 T S connected to restriction orifice S4 S5 S6 25,176 ASME SEC. VIII, DIV. 1, HEI 113, T T Strength weld with rolled expanding 1. The values of fouling resistance are based on the HEI recommended. 2. Channel shall be of hemisphere head type. 3. Channel ID: 1,048 mm 4. The pipe of DN80 for operation air venting shall be installed in the shell. 5. Tube thickness of inner 3 rows in U-bend should be min. 2.11mm(BWG 14). 6. Each inlet tube end shall be provided with a stainless steel insert to protect tube end from inlet attack. 759,626
37 FEED WATER HEATER POWER PLANT No.3 HP Heater APP. 10,600 APP. 9,200 x 8 = 6, ,620 S1 T2 OD 1,240 ID 1,048 S2 T1 2,200
38 FEED WATER HEATER POWER PLANT No.6 LP Heater ,090 ID x 10,620 TL 2-ZONE, U-tube ONE ONE HORIZONTAL U-tubes ,620 1, Triangle 30 10,765 r 4,445 2,078 SUS 304 CS CS WELDED ONE NIL *1) 300 / FV 2,100 24, , CS CS PERFORMANCE OF ONE SHELL 37,091 22, , ,459.1 S T1 S S T2 S Connected to restriction orifice , *1) 2,714.8 Supp, 750 1,946.3 SEG, , TTD = 2.8 DCA = T The values of fouling resistance are based on the HEI recommended. 2. Channel shall be of full access type. 3. Channel ID: 1020 mm 4. The pipe of DN100 for operation air venting shall be installed in the shell. 5. It mounted in condenser neck and is twin (duplex) type with N0.7 LP Heater. S4 S5 S ASME SEC. VIII, DIV. 1, HEI 1 20 Heavy Expanded(Roller)
39 FEED WATER HEATER POWER PLANT No.6 LP Heater APP. 12,690 APP. 11,210 X 13 = 9, S2 S1 T2 ID 1, ,000 S3 T1
40 FEED WATER HEATER POWER PLANT No.7 LP Heater ,080 ID x 6,100 TL 1-ZONE, U-tube ONE ONE HORIZONTAL U-tubes ,100 1, Triangle 30 6,253 r 1,607 1,157 SUS 304 SUS 304 CS CS WELDED ONE *1) 50 / FV 2,100 28, CS CS S1 PERFORMANCE OF ONE SHELL 43, , *1) , ,386.8 Supp S T2 S Connected to restriction orifice T , TTD = 3.9 S T ASME SEC. VIII, DIV. 1, HEI 1. The values of fouling resistance are based on the HEI recommended. 2. Channel shall be of full access type. 3. Channel ID: 1080 mm 4. The pipe of DN100 for operation air venting shall be installed in the shell. 5. It mounted in condenser neck and is twin (duplex) type with N0.6 LP Heater. Heavy Expanded(Roller)
41 FEED WATER HEATER POWER PLANT No.7 LP Heater APP. 7,740 APP. 6,600 X 8 = 5, S1 S1 S1 S1 T2 ID 1,080 ID 1,080 S2 T1
42 
43 
44 
45 
46 
47 
48 
49 
50 
51 
52 
53 WASTE HEAT BOILER WASTE HEAT BOILER ,000 2,500 2,180 21,882, PERFORMANCE OF ONE BATTERY (CASE A-2) 125,323 *3) 463, , ,323 46, , , T-SIPHON ,487 CONSTRUCTION CROSS FLOW ONE *4) T T T5 1 3/4 WASTE GAS WATER/STEAM Min (Odd Row), 19 3,000 *4) STAGGERED CS HFW Design basis: (A)- 2. Case Case 1 Case 2 Case 3 Case 4 Case 5 Case Steam generated, kg/h 20,120 46,356 16,372 16,106 31,862 10,240 Gas pre.drop., mmaq Gas outlet temp, N/min: 7.93% O2, 17.54% CO2, 74.53% N2 4. Bare tube: SS321, 78 ea, 60.3mmOD(2" pipe), 3.91t Fin tube: CS, 390 ea, 48.26mmOD(1.5" pipe) x 3.68t x 3000mmL, Fin: 10.1mm height, 1.25t, 177 fins/m.
54 
55 
56 
57 GAS COOLER HE , ,000 11,158, PERFORMANCE OF ONE BATTERY HN GAS WATER 43,420 (Note 1) 116,000 43, , , , ,192 CONSTRUCTION CROSS FLOW (Odd Row), 10 2,000 SUS STAGGERED ALUMINUM L-FOOT T1 1 6 T2 1 6 T5 1 3/4 T Min CROSSOVER PIPE T4 1 6 CROSSOVER PIPE 0 ECONOMIZER 1. VOLUME FLOW RATE = 58,000 M3/Hr at 150 deg.c, 460 mmaq H2 : 12% / N2 : 88% (Vol.%) 2. CASING MATERIAL : SUS 304 or EQUIV. 3. The vent (coupling with plug) should be provide on the top of the cross-over line (6") from 2nd and 3rd pass, for start-up vent. 4. Lane of 10mm between fin tips is for cleaning
58 
59 
60 
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        1 1) 1 2) SK COMPLEX 1 Heating Cooling 3) 1 2 2 3 1) 2 2) 3 4 1) Floating Type Heat Exchanger 8 2) Fixed Type Heat Exchanger 11 3) U-Type Heat Exchanger 13 4) Air Fan Cooler 15 5) Double Pipe Heat Exchanger    
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        歯coolingtower개요_1_.PDF
    

    
        
        . Cooling Tower Cooling Tower Counter Flow Cross Flow,. 1.Cooling Tower. Air Flow 1) Counter Flow System Fan Air Fan Discharge Distributor Fill Counter Flow ( ) Cold Water Basin. 1 Counter Flow System    
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        (Table of Contents) 2 (Specifications) 3 ~ 10 (Introduction) 11 (Storage Bins) 11 (Legs) 11 (Important Operating Requirements) 11 (Location Selection)
    

    
        
        SERVICE MANUAL (Table of Contents) 2 (Specifications) 3 ~ 10 (Introduction) 11 (Storage Bins) 11 (Legs) 11 (Important Operating Requirements) 11 (Location Selection) 12 (Storage Bins) 12 (Ice Machine)    

    
        More information 
    




    
        (specifications) 3 ~ 10 (introduction) 11 (storage bin) 11 (legs) 11 (important operating requirements) 11 (location selection) 12 (storage bin) 12 (i
    

    
        
        SERVICE MANUAL N200M / N300M / N500M ( : R22) e-mail : jhyun00@koreacom homepage : http://wwwicematiccokr (specifications) 3 ~ 10 (introduction) 11 (storage bin) 11 (legs) 11 (important operating requirements)    
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        ?????????????????2009-????????
    

    
        
        KOPEC, a Global Leading Engineering Company Humaneering KOPEC Nuclear Power NUCLEAR POWER 06 07 Isolation Valve Rupture Disk To Containment Atmosphere Throttle Valve Pressurizer Steam Generator Reactor    
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        02 Reihe bis 750 bar GB-9.03
    

    
        
        Water as a tool High-Pressure Plunger Pumps 02-Line (up to 750 bar) 252 702 1002 1502 1852 2502 Technical Data High-Pressure Plunger Pump Type 252 / 702 approx. 1.8 l approx. 50 kg net 45 mm/1.77 inch    
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        최종동아수정도큐01
    

    
        
        DONG HWA INDUSTRIAL CO., LTD. INDUSTRIAL CO., LTD. Innovative company with advanced technology DONG HWA CONTENTS 9 Water cooled oil coolers 11 Water cooled oil coolers(dnc) 13 Water cooled oil coolers(dlc)    
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        WOMA Pumps - Z Line
    

    
        
        High-Pressure Plunger Pumps Z-Line (up to 1500 bar) 150 Z 250 Z 400 Z 550 Z 700 Z 1000 Z High-Pressure Plunger Pump Type 150 Z 211 133 250 615 100 95 Discharge 60 -Konus 9.5 deep M12x17 deep 322 255 331    
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        1 grating steel bar grating 730890 Hot Dip Galvanized Steel Bar Grating stage flooring stair treads 2 heat resisting casting 732510 parts of refuse in
    

    
        
        엔지니어링 / 플랜트 제작업체 2010 한일부품소재조달전시상담회(서울) 참가업체 안내 1. 업체 정보 회사명 상담 희망 기업에만 공개 회사명(영) 상담 희망 기업에만 공개 플랜트 설비(환경, 수처리, 에 Engineering & Construction (Envirnmental, Water 주요생산품 너지, 파이프라인, 강( 鋼 )구조, 산업기계) 주요생산품(영)    
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        Alloy Group Material Al 1000,,, Cu Mg 2000 ( 2219 ) Rivet, Mn 3000 Al,,, Si 4000 Mg 5000 Mg Si 6000, Zn 7000, Mg Table 2 Al (%
    

    
        
        http://wwwtechnonetcokr (Aluminum & Aluminum BasedAlloy) : LG 1 Aluminum Table 1, 2 1000 7000 4 Al 990% Al 1XXX AlCu 2XXX AlMn 3XXX AlSi 4XXX AlMg 5XXX AlMgSi 6XXX AlZn(Mg, Cu) 7XXX 8XXX ( ) 9XXX Fig 1    
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        歯Trap관련.PDF
    

    
        
        Rev 1 Steam Trap Date `000208 Page 1 of 18 1 2 2 Application Definition 2 21 Drip Trap, Tracer Trap, 2 22 Steam Trap 3 3 Steam Trap 7 4 Steam Trap Sizing 8 41 Drip Trap 8 42 Tracer Trap 8 43 Process Trap    

    
        More information 
    




    
        歯RCM
    

    
        
        Reliability Centered Maintenance Page 2 1.,,,. Mode Component, Sub-system, System, System. Reliability Centered Maintenance :, program? Mechanism Page 3 Page 4. Mode Mode () () (FMEA) (FTA) (LTA) System    
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        MUSSO POWER SYSTEM General Catalog 211 MUSSO POWER SYSTEM Leader in Chain Technology GENERAL CATALOG 211 The best choice and satisfaction We support your success. Table of Contents 4 Chain & Sprocket 6    

    
        More information 
    




    
        CFP 제작(0113)
    

    
        
        C 1514E C ISO 9001 ISO14001 OHSAS 18001 C-series foot support process pump ISO2858 ISO5199 www.hsgoodsprings.com EASY TO CONTACT TEL : 82-55-268-8976 FAX : 82-55-268-7947 Global Excellence, Hyosung Pump    

    
        More information 
    




    
        ........(2006)-01
    

    
        
        플러그 U-패킹 세면기(도기) 삼각패킹 와샤 프렌지 너트 고정너트 세면기(도기) 프렌지 너트 와샤 고정너트 몸통 파이프 연결너트 가로대 연결대 스크류 폽업로드 5mm 노브 물마개 플러그 삼각패킹 U-패킹 U-클립 세면기(도기) 프렌지 너트 고정너트 몸통 파이프 연결너트 가로대 폽업로드 5mm 노브 물마개 플러그 삼각패킹 U-패킹 U-클립 와샤 벽면 벽면 Ø6    
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        2) Available Sizes 공급 가능 (1) A열연 1 30Kg급 900 1300 < 40 2 40Kg급 900 1300 < 40 3 50Kg급 900 1000 1100 사전협의 필요 (Please consult us in advance) < 1.6 < 1.9 
    

    
        
        1) Standard & Applications 제품 및 용도 용도 Applications 열간압연 연강재 Hot Rolled Mild Steel Plate, Sheet 냉연용 탄소강재 Reduced Carbon Steel for Cold Rolled Steel 일반구조용 Rolled Steel for General Structure 용접구조용 Rolled    

    
        More information 
    




    
        (2) : :, α. α (3)., (3). α α (4) (4). (3). (1) (2) Antoine. (5) (6) 80, α =181.08kPa, =47.38kPa.. Figure 1.
    

    
        
        Continuous Distillation Column Design Jungho Cho Department of chemical engineering, Dongyang university 1. ( ).... 2. McCabe-Thiele Method K-value. (1) : :, K-value. (2) : :, α. α (3)., (3). α α (4) (4).    

    
        More information 
    




    
        Pilot Operated Regulator 1098-EGR 용도 도시가스지구정압기 (City Gate Station, Main Station) 도시가스지역정압기 (District Station) 상 공업용대유량전용정압기 ( 빌딩, 공장, 병원, 학교 ) 산업용대유량기
    

    
        
        용도 도시가스지구정압기 (City Gate Station, Main Station) 도시가스지역정압기 (District Station) 상 공업용대유량전용정압기 ( 빌딩, 공장, 병원, 학교 ) 산업용대유량기구 Governor (Mixer, Boiler, Furnace, Plant Air Service) 특징 고정밀도, 대유량 - Loading Type Pilot    

    
        More information 
    




    
        00.1
    

    
        
        HOSPA Chipboard screws with countersunk head Material: Drive: Cross recess PZ galvanized yellow chromatized nickel plated burnished Partly threaded, galvanized or yellow chromatized dk k L d m Head Ø dk    

    
        More information 
    




    
        KAERI/RR-2243/2001 : 가동중 중수로 원전 안전성 향상 기술개발 : 중수로 안전해석 체계 구축
    

    
        
        KAERI                     3 KOPEC KOPEC CNSC CNSC CATHENA (KINS) CANDU - CANSAS - (CANDU SAfety Study group) (GAI) (GAI)                                    37-Element Bruce UO 2 Fuel Assembly Containing    

    
        More information 
    




    
        page 1end
    

    
        
        C 0.0.2 ma Cr 14.5~16.5 Co 2.5 max Iron 4~7 Mn 1 max Mo 15 ~ 17 Ni Balance P 0.03 max Si 0.08 max S 0.03 max W 3 ~ 4.5 V 0.35 max 8.89g/cm 3 Multipurpose corrosion resistance of NickelMolybdenumChrome.    

    
        More information 
    




    
        소개.PDF
    

    
        
        (c) Process Pressure Measurement 1 Process Pressure Measurement Flow, Level, Temperature Flow, Level, Temperature, 2, 1) ( ),, A F F/A 2), 3 (a) (b) (a) (b) (c) 1 (a) (ABSOLUTE PRESSURE), 10 kg/cm 2 abs    

    
        More information 
    




    
        E010 CYLINDER BLOCK GROUP (0 01) 76
    

    
        
        E010 CYLINDER BLOCK GROUP (0 01) 75 E010 CYLINDER BLOCK GROUP (0 01) 76 E020 PISTON, CRANKSHAFT GROUP (0 02) 77 E030 CYLINDER HEAD GROUP (0 03) 78 E040 ROCKER ARM GROUP (0 04) 79 E050 TIMING CASE GROUP    

    
        More information 
    




    
        <BACEBDBAC5CD20BAEAB7CEBCC52D A2DC3D6C1BE2D312D E6169>
    

    
        
        DOOCH PUMP Intelligent pressure boosting system 5Hz BOOSTER PUMP SYSTEM Water supply system Pressure boosting system Irrigation system Water treatment system Industrial plants 두크펌프 www.doochpump.com CONTENTS    

    
        More information 
    




    
        KAERI/RR-2245/2001 : 원전 주기적 안전성 평가기술 개발 : 방사선 안전성능 및 환경방사선 감시기술 개발
    

    
        
        KAERI                                                                        100 137 Cs Conc.(Bq/kg-dry) 80 60 40 20 Hyoam(KEPCO) Wolae(KEPCO) Ilgwang(KEPCO) Pavilion(KEPCO) Hyoam(KINS) Wolae(KINS) Ilgwang(KINS)    

    
        More information 
    




    
        °�°üÁ¾ÇÕSP-±¹¹®
    

    
        
        S e A H S t e e l C o r p o r a t i o n STEEL PIPES & TUBES Contents 3 4 5 6 8 10 16 37 38 40 45 46 47 Brief History 1960. 10 ( ) 1965. 3 KS Monogram 1967. 8 1969. 5 1970. 8 1973. 10 SPIRAL 1975. 2 1978.    
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        歯전용]
    

    
        
        2001. 9. 6  1. 1. (1) (1) 1 (2) (2) 2 3 INVESTER PROFESIONAL ORGANIZATION GOVERNMENT CODE COMMITTEE SPECIFICATION CODE LAW LICENSE PERMIT PLANT 4 5 6 7 2. (1) 2. (1) 8 9 (2) (2) 10 (3) ( ). () 20kg/ (P70,    

    
        More information 
    




    
        GLHPS-D
    

    
        
        Digital Hot Plate & Stirrer GLHPS-D 글로벌랩의 제품을 구입하여 주셔서 감사드립니다. 제품을 사용하시기 전에 안전을 위한 준비사항 을 읽고 올바르게 사용해 주십시오. 이 사용설명서는 제품을 직접 사용하시는 분에게 보내어지도록 하여 주십시오. 사용 전 주의 사항 제품을 올바르게 사용하여 위험이나 재산상의 피해를 막기 위한 내용으로 반드시    

    
        More information 
    




    
        Contents Steam traps Engineering Data Manual & N450 2 8 1012 4 14 16 18 20 21 TA N650 N450, TA, N650
    

    
        
        wwwyounwoocokr Steam Traps Contents Steam traps Engineering Data Manual & N450 2 8 1012 4 14 16 18 20 21 TA N650 N450, TA, N650 175psig & 4page 8page 8page : 125psig 10page 12page 3 & 4 Application Heating    
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        (3) () () LOSS LOSS LOSS LOSS (4) = 100 = 100 = 100 = 100 = 100 = 100 = 100 = 100 = 100 = 100 = 100 = 100
    

    
        
        1.,.. 2. (1) Flow + ( ) (2) Flow Flow (LINE) ) (LINE) ModelC/T LOSS DAT A Check Sheet ((%) (T PM) (LOSS) - (3) () () LOSS LOSS LOSS LOSS (4) = 100 = 100 = 100 = 100 = 100 = 100 = 100 = 100 = 100 = 100    
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        Microsoft Word - Installation and User Manual_CMD V2.2_.doc
    

    
        
        CARDMATIC CMD INSTALLATION MANUAL 씨앤에이씨스템(C&A SYSTEM Co., Ltd.) 본사 : 서울특별시 용산구 신계동 24-1(금양빌딩 2층) TEL. (02)718-2386( 代 ) FAX. (02) 701-2966 공장/연구소 : 경기도 고양시 일산동구 백석동 1141-2 유니테크빌 324호 TEL. (031)907-1386    

    
        More information 
    




    
        #KM-1751/1791..
    

    
        
        PARTS BOOK KM-1751 KM-1791 Code Lubrication Type Code Application Code Hook Code Trimming 0 S M Semi-Dry Type Micro Lubrication Type Dry Head F G Foundation General materials None L Standard Hook Large    

    
        More information 
    




    
        ( Full Automatic Printer ) 작용업종 : Tube Light ( 형광등 1.2m / 2.4m) 가로등조명. 인테리어산업용조명 Loader 1.2m Stencil Solder LED LD812V Reflow 8 to 10 Hot Air Convecti
    

    
        
        Autotronik-SMT GmbH LED Assembly 위한장비구성도 Printer LED Pick & Place Reflow V-Cutting Model 1 1.2m Tube LED " 양산 " 장비 Full Vision Auto Printer 1.2m LED Pick & Place LED Reflow 10 Zone LED Multi V-Cutting    
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        Elix 3 Elix 5 Elix 10 RiOs 3 RiOs 5 RiOs 8 RiOs 16!.. MILLIPORE
    

    
        
        Elix 3 Elix 5 Elix 10 RiOs 3 RiOs 5 RiOs 8 RiOs 16!.. MILLIPORE ...1...1 1....2 1-1... 2 1-2... 2 1-3... 3 1-4... 3 1-5... 4 1-6... 4 1-7... 5 1-8... 5 1-9... 6 2....7 2-1... 7 2-2... 7 2-3 Cl2 tablet...    
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        한국콘베어-AP8p
    

    
        
        K O R E A C O N V E Y O R K.C AP APRON CONVEYOR Apron Conveyors are used for conveying various bulk materials. They are particulary suitable for conveying hot materials such as clinker. K.C Apron Conveyors    

    
        More information 
    




    
        DBPIA-NURIMEDIA
    

    
        
        Journal of the Korean Society of Marine Engineering, Vol. 38, No. 6 pp. 639~647, 2014 http://dx.doi.org/10.5916/jkosme.2014.38.6.639 ISSN 2234-7925 Print ISSN 2234-8352 Online 배기 열 회수 열교환기 형식이 디젤 엔진 성능에    
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        untitled
    

    
        
        Technology & Services for U Industrial Technology Services Co.,Ltd On-Stream Inspection Service Cooling Water Fouling (, Sampling, IRIS) Corrosion Coupon Corrosometer (Cooling Water & Process) (Stress    

    
        More information 
    




    
        CONTENT Length End Cut No. of Flute Series escription Series No. Page No. Stub Square Flute Stub Length - Square End EA0S Aluminum RECOENATIONS WIIN o
    

    
        
        Vol. II GENERAL PURPOSE SOLI CARBIE ENMILLS New Products Corner Radius CONTENT Length End Cut No. of Flute Series escription Series No. Page No. Stub Square Flute Stub Length - Square End EA0S Aluminum    

    
        More information 
    




    
        ETC Electrolytic Technologies Corporation Electrolytic Technologies Corporation (ETC) (High Strength Sodium Hypochlorite). ETC.,. ETC,,. - (Cl2) (NaOH
    

    
        
        Innovator in Water Disinfection Solution 고농도차염 (NaOCl) 발생시스템 Klorigen K-Series Klorigen M-Series Generate Sodium Hypochlorite On-site and On-demand ETC Electrolytic Technologies Corporation Electrolytic    

    
        More information 
    




    
        #KM-1750/1790..
    

    
        
        PARTS BOOK KM-1750 KM-1790 Code Lubrication Type Code Application Code Hook Code Trimming 0 S M Semi-Dry Type Micro Lubrication Type Dry Head F G Foundation General materials None L Standard Hook Large    

    
        More information 
    




    
        PL E-Euro-V01.pmd
    

    
        
        Price List valid from 1st of March 2009 English 1/2009 The Profile System Order comments Article-Number - additional specification.60 definines 1 bar of aluminium profile, length 6 m Example: 1.09.016040.14LP.60    
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        PowerChute Personal Edition v3.1.0 에이전트 사용 설명서
    

    
        
        PowerChute Personal Edition v3.1.0 990-3772D-019 4/2019 Schneider Electric IT Corporation Schneider Electric IT Corporation.. Schneider Electric IT Corporation,,,.,. Schneider Electric IT Corporation..    

    
        More information 
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        KOSA KOSA KOSA KOSA KOSA Assembly, Engineering Plastic KOSA Accessory Content KOSA Overview K-004 Technical Data K-006 KA40B with Timing Belt Drive K-008 KA60B with Timing Belt Drive K-010 KA60S with Ball    

    
        More information 
    




    
        KAERI/TR-2128/2002 : SMART 제어봉구동장치 기본설계 보고서
    

    
        
        KAERI                                      =100,000         25 20 Force, [kn/m^2] 15 10 5 0 0.6 0.8 1.0 1.2 1.4 1.6 1.8 2.0 b/a I = 1500[ AT ], a + b = 16[ mm], hr = 5.6[ mm], hδ = 11.2[ mm], δ = 0.35[    

    
        More information 
    




    
        Ball float steam trap 기계식스팀트렙 ( 증기와드레인의비중차이용 ) 볼플로트식스팀트렙 CONA SC ANSI / SC Plus ANSI Ball float steam trap CONA SC Ball float steam trap with capsule
    

    
        
        Ball float steam trap 기계식스팀트렙 ( 증기와드레인의비중차이용 ) 볼플로트식스팀트렙 CONA SC ANSI / SC Plus ANSI Ball float steam trap CONA SC Ball float steam trap with capsule for rapid system start-up ANSI150 / 300 - with flanges    

    
        More information 
    




    
        DC Link Application DC Link capacitor can be universally used for the assembly of low inductance DC buffer circuits and DC filtering, smoothing. They
    

    
        
        DC Link Capacitor DC Link Application DC Link capacitor can be universally used for the assembly of low inductance DC buffer circuits and DC filtering, smoothing. They are Metallized polypropylene (SH-type)    

    
        More information 
    




    
        Vertical Probe Card Technology Pin Technology 1) Probe Pin Testable Pitch:03 (Matrix) Minimum Pin Length:2.67 High Speed Test Application:Test Socket
    

    
        
        Vertical Probe Card for Wafer Test Vertical Probe Card Technology Pin Technology 1) Probe Pin Testable Pitch:03 (Matrix) Minimum Pin Length:2.67 High Speed Test Application:Test Socket Life Time: 500000    

    
        More information 
    




    
        KC CODE KCS 국가건설기준표준시방서 Korean Construction Specification KCS : 2017 상수도공사 공기기계설비 2017 년 8 월일제정   국가건설기준
    

    
        
        KC CODE KCS 57 80 20 국가건설기준표준시방서 Korean Construction Specification KCS 57 80 20 : 2017 상수도공사 공기기계설비 2017 년 8 월일제정 http://www.kcsc.re.kr 국가건설기준 목차 KCS 57 80 20 상수도공사공기기계설비 1. 일반사항 1.1 적용범위,,,,,,, 1.2 참고기준    

    
        More information 
    




    
        슬라이드 1
    

    
        
        APR1400 KNF/ / 2008. 4. 11 13 Table of Contents 1. APR1400 LBLOCA (Now vs. Before) 2. 3. 4. 13 2 1. APR1400 LBLOCA (Now vs. Before) Now Before 13 3 1. APR1400 LBLOCA (Now vs. Before) PCT Before Now SIT    
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        1 n dn dt = f v = 4 π m 2kT 3/ 2 v 2 mv exp 2kT 2 f v dfv = 0 v = 0, v = /// fv = max = 0 dv 2kT v p = m 1/ 2 vfvdv 0 2 2kT = = vav = v f dv π m
    

    
        
        n dn dt f v 4 π m kt 3/ v mv exp kt f v dfv 0 v 0, v /// fv max 0 dv kt v p m / vfvdv 0 kt vav. 8v f dv π m k m 0 v / R0 4 T vav.45 0 cm / sec M M p v v fvdv 0 3 fvdv 0 kt m / 3kT v v. 5 m rms v p n dn    
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        <453A5C736F6E67616D656E675CBBE7BFEBBCB3B8EDBCAD26C4ABB4D9B7CF2E2E2E>
    

    
        
        휴대용가스누설검지기 사 용 설 명 서 Model SP-210 측정가스 : 천연가스, 일반가연성가스, 도시가스/LPG 측정범위 : 10~10,000ppm Note 측정기기를 작동하기 전에 이 사용설명서를 주의 깊게 읽으십시오. 이 사용설명서를 필요시 언제라도 이용할 수 있는 곳에 보관하십시오. 이 가스측정기는 여기에 기술되지 않은 그 밖의 목적으로 사용할 수    

    
        More information 
    




    
        박선영무선충전-내지
    

    
        
        2013 Wireless Charge and NFC Technology Trend and Market Analysis  05 13 19 29 35 45 55 63 67   06 07  08 09  10 11    14 15  16 17    20 21  22 23  24 25  26 27  28 29  30 31  32 33    36 37  38 39  40    
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        Using Material of High Quality! ST 044N LYOUT O TH HIN Ls: Stroke Lp: Loop Length Lf: Loop Projection Hs: Safe Space (Dimensions in mm) ending radius
    

    
        
        Min Max ST 044N MTRIL hain material: PS-polyamide with glass fiber reinforced UL94-H Low Noise Low Mote Speed : 10m / sec Temperature : -30 ~ +130 Other installation Length: Vertical curve above= max 2.0m    

    
        More information 
    




    
        The Top Ten Moulding Problems
    

    
        
        900 1700 1960,,,,,,,,, FDA 1, II 500 100 (toughness) 1, 2 (screw) 25mm(01 ) (pellet) 3mm(0125 ), 23mm(009 ) 1,000kg(2,200lb) 25kg(551lb) 08g/cm 3 (50lb/ft 3 ) 1 2 3 4 (thermal shutoff), (heater band),    

    
        More information 
    




    
        fm
    

    
        
        [ ] w wz DOI: 10.3740/MRSK.2009.19.12.692 Kor. J. Mater. Res. Vol. 19, No. 12 (2009) y INCONEL 718w Gas Tungsten Arc Welding» p sƒ ½»y Á *Á *Á y** ( ) d lj p wœq, *w wœ» q **( ) d lj p t Mechanical Properties    

    
        More information 
    




    
        Berechenbar mehr Leistung fur thermoplastische Kunststoffverschraubungen
    

    
        
        Fastener 독일 EJOT 社에서 만든 최고의 Plastic 전용 Screw 아세아볼트 CO., LTD. 대한민국 정식 라이센스 생산 업체 EJOT GmbH & Co. KG DELTA PT März 2003 Marketing TEL : 032-818-0234 FAX : 032-818-6355 주소 : 인천광역시 남동구 고잔동 645-8 남동공단 76B 9L    

    
        More information 
    




    
        RESERATOR2c07Ñ±ÛT274öÁ¤2Â÷
    

    
        
            

    
        More information 
    




    
        제 1 장 정수처리 개요
    

    
        
        () 1 2 3 4 5 6 1 1-1,... 1-2 (suspended solids),, (dissolved solids), (source)   : (disolved solids) (suspended solid) [10-4 < d < 1] (source) [10-3     
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        Introduction to Maxwell/    Mechanical Coupling
    

    
        
        ANSYS 통합해석환경을이용한전기자동차용모터성능해석 ANSYS Korea Byungkil KIM, Soohyun PARK, Jeongwon LEE, Cheonsoo JANG* 1 목차 모터설계에적용되는 ANSYS 제품군역할 모터성능해석 1 : 진동 / 소음 모터성능해석 2 : 피로수명 모터성능해석 3 : 충격강도 2 모터설계에적용되는 ANSYS 제품역할 모터설계에서고려되어야하는기초성능    

    
        More information 
    




    
        82-01.fm
    

    
        
        w y wz 8«( 2y) 57~61, 2005 J. of the Korean Society for Environmental Analysis p w w Á Á w w» y l Analysis of Influence Factors and Corrosion Characteristics of Water-pipe in Potable Water System Jae Seong    
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        LGHVAC_vol.12_07
    

    
        
        HVAC Heating, Ventilating, and Air Conditioning vol. 12 전문정보지 시스템에어컨 종합 소식지 LG Air Conditioning Magazine 2009. 07/08 vol.12 기획특집 신재생 에너지 시스템의 새로운 대안을 제시하다 LG 에어컨, 2009 서울기후변화박람회 참가 HVAC 소식 LG 시스템에어컨, 에너지    

    
        More information 
    




    
        Parts List
    

    
        
        COP 1440 Drifter Parts for Atlas Copco Atlas Copco No Crawler Drill Drfter Part Number Part Name Q'ty Unit Price Remarks 3115 1605 90 set of nipple 1set *} front head 3115 0286 00 dome nut 0.26kg 3115    

    
        More information 
    




    
        歯174구경회.PDF
    

    
        
        000 KALIMER - Creep-Fatigue Damage Evaluation of KALIMER Reactor Internal Structures for Elevated Temperature, 150 KALIMER ASME Code Case N-01-4 0 - - - Abstract In this paper, the design limits of the    
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        CLEBO PM-10S / PM-10HT Megapixel Speed Dome Camera 2/39 3/39 4/39 5/39 6/39 7/39 8/39 ON ON 1 2 3 4 5 6 7 8 9/39 ON ON 1 2 3 4 10/39 ON ON 1 2 3 4 11/39 12/39 13/39 14/39 15/39 Meg gapixel Speed Dome Camera    

    
        More information 
    




    
        Coriolis.hwp
    

    
        
        MCM Series 주요특징 MaxiFlo TM (맥시플로) 코리올리스 (Coriolis) 질량유량계 MCM 시리즈는 최고의 정밀도를 자랑하며 슬러리를 포함한 액체, 혼합 액체등의 질량 유량, 밀도, 온도, 보정된 부피 유량을 측정할 수 있는 질량 유량계 이다. 단일 액체 또는 2가지 혼합액체를 측정할 수 있으며, 강한 노이즈 에도 견디는 면역성, 높은 정밀도,    

    
        More information 
    




    
        Promise for Safe & Comfortable Driving
    

    
        
        AL. WHEEL CUTTING SOLUTION Promise for Safe & Comfortable Driving  17 AL. WHEEL CUTTING SOLUTION 19 22.5 L-AW SERIES AL WHEEL TURNING CENTER 01 03 02 01 01 L-AW SERIES AL WHEEL TURNING CENTER 02 03  L-AW    
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        나사식볼밸브.indd
    

    
        
        HWASUNG VALVES 19~1990 001~010 19. 03 19. 0 1991~000 199. 1 199. 1 199. 11 199. 09 1999. 03 1999. 09 1999. 09 1999. 10 1999. 11 000. 0 000. 03 001~010 001. 03 001. 10 001. 11 00. 0 003. 03 003. 0 00. 01    

    
        More information 
    




    
        제목없음
    

    
        
        Condensing Condensing Condensing 1 NOx low NOx www. kdnavien.co.kr 01 02 03 04 1 NOx low NOx 2 3 복잡하고 어려운 보일러 룸콘 조작은 이제 그만! 대한민국 국가대표 보일러가 달라집니다! 보일러 사용방법을 음성으로 쉽게 안내해 주는 나비엔 톡 보일러를 만나보세요! 스마트 폰 제어 에너지    

    
        More information 
    




    
        
    

    
        
        TEL:02)861-1175, FAX:02)861-1176  , REAL-TIME,, ( ) CUSTOMER. CUSTOMER REAL TIME CUSTOMER D/B RF HANDY TEMINAL RF,       RF (AP-3020) : LAN-S (N-1000) : LAN (TCP/IP) RF (PPT-2740) : RF (,RF ) : (CL-201)    

    
        More information 
    




    
        Å©·¹ÀÎ³»Áö20p
    

    
        
        Main www.bandohoist.com Products Wire Rope Hoist Ex-proof Hoist Chain Hoist i-lifter Crane Conveyor F/A System Ci-LIFTER Wire Rope Hoist & Explosion-proof Hoist Mono-Rail Type 1/2ton~20ton Double-Rail    

    
        More information 
    




    
        #KM
    

    
        
        PARTS BOOK KM-2300 Code Lubrication type Code Application F Full-Dry type A Light materials S Semi-Dry type G General materials M Micro-Lubrication type B Heavy materials Only use B (Heavy materials) code    
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        2013 Energy Info. Korea
    

    
        
        KOREA ENERGY 2013 ISSN 2233 4386 ECONOMICS Energy Info. Korea INSTITUTE 2013. 12 Energy Info. Korea is Published by KEEI (Korea Energy Economics Institute, Republic of Korea) Publisher : Yanghoon Sonn    
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        Manufacturing6
    

    
        
        σ6 Six Sigma, it makes Better & Competitive - - 200138 : KOREA SiGMA MANAGEMENT C G Page 2 Function Method Measurement ( / Input Input : Man / Machine Man Machine Machine Man / Measurement Man Measurement    

    
        More information 
    




    
        <4D F736F F F696E74202D20454D49A3AF454D43BAEDB7CEBCC52EBBEABEF7BFEBC6F7C7D428BBEFC8ADC0FCC0DA >
    

    
        
        Materials Material Grades : PL Series Applicaton : Power transformer and Inductor Grades μi Freq. (MHz) Pcv 1) (Kw/ m3 ) Bs 2) (mt) Materials Characteristics PL-7 2,400 ~ 0.2 410 390 Mn-Zn Low loss PL-9    
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        <C7A5C1F65FC0FCB8E95F31502E6169>
    

    
        
        Waterproof underwater housing usable up to 33ft (10m) JIS IPX8 All purposes Dustproof, Fogproof, Sandproof, Snowproof, Waterproof case for smart devices.  360 360 Rotation DiCAPac Action Patented Product    

    
        More information 
    




    
        창의-열유체-3
    

    
        
        (1) Thermal, Fluid System and Heat Transfer 2003. 5. 26. Airplane Airplane Design? Gas Turbine Engine GE 90 Engine Gas Turbine Engine Schematic View of Gas Turbine Engine T-s and P-v diagrams Gas Turbine    
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        歯삼성SDI개요
    

    
        
        The problem statement Air LOSS. LOSS. The problem statement The problem statement The Goal statement Base Line 1,864 / Goal 1,677 / Entitlement 1,584 / 2001 LOSS 10% Define of Physical Output Defining    

    
        More information 
    




    
        ePapyrus PDF Document
    

    
        
        19 3 (2009 9 ) J Korean Soc Occup Environ Hyg 2009;19(3):240~249 Numerical Study on Ventilation Method for Temperature Control of HRSG Building Chul Hwan Kim Jong Wook Lee Hoon Ki Choi Geun Jong Yoo Dept.    

    
        More information 
    




    
        
    

    
        
        면허: 금속구조물 창호공사업, 지붕판금 조립공사업 해당 연도 2013년 공 사 실 적 현 황 (공사기간:2008~현재) 발 주 처 공 사 명 공사기간 비 고 동양TS 뉴템즈/PTC PROJECT STEEL STRUCTURE(78TON) 13.01.14~13.02.28 진주시 진주 문산스포츠파크 막구조 13.01.08~13.02.12 대륭 SCT PJ STEEL    

    
        More information 
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        646 Fisher 646... 1... 1... 3... 4... 4... 4... 5... 5... 5... 6... 7... 7... 7... 9... 9... 9... 9... 10... 11... 12... 12... 13... 15... 15... 15 1. Fisher 646 Fisher 646,,..,,,, 646,.,,.. W6783 1 www.fisher.com    

    
        More information 
    




    
        Microsoft PowerPoint - C7_김형진 [호환 모드]
    

    
        
        Plant Conference 2010 LNG 플랜트액화공정 Stimulation을통한 OTS 기반구축 고등기술연구원플랜트엔지니어링센터김형진 2010. 12. 17 연구배경 LNG 플랜트 test-bed 건설및운영시발생가능한위험과비용을감소시킬목적으로 가상 LNG 플랜트로 contol logic 이나 start-up, emergency shut-down 등운전특성을사전에점검하고    
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        RESERATOR1Plusc07Ñ±Û¢61³Á¤12Â÷
    

    
        
        2 3 5 6 7 9 14 17 18 3 4 5 6 Sealing Bolt 1EA Cable Fitting 1EA 7 8 9 10 RESERATOR 1 Plus 11 12 13 14 15 16 Reserator ZM-WB3 Gold 17 Noiseless Power supply ZM400B-APS Northbridge Water Block ZM-NWB1 Noiseless    

    
        More information 
    




    
        
    

    
        
        저작자표시 - 비영리 - 변경금지 2.0 대한민국 이용자는아래의조건을따르는경우에한하여자유롭게 이저작물을복제, 배포, 전송, 전시, 공연및방송할수있습니다. 다음과같은조건을따라야합니다 : 저작자표시. 귀하는원저작자를표시하여야합니다. 비영리. 귀하는이저작물을영리목적으로이용할수없습니다. 변경금지. 귀하는이저작물을개작, 변형또는가공할수없습니다. 귀하는, 이저작물의재이용이나배포의경우,    
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        Bluetooth
    

    
        
        A U C A C N ITACS SIMTARS TestSafe CSA QPS CQM DK UL/DEMKO IT CESI SG TÜV SÜD PSB FI VTT KR FR CZ FTZU GB D E EXAM IBExU PTB TÜV NORD TÜV Rheinland TÜV SÜD ZELM INERIS LCIE BASEEFA FM UK ITS SIRA KGS KOSHA    
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        2003년도 기사 일반검정 제 3 회 국가기술자격검정 필기시험문제 자격종목 및 등급(선택분야) 종목코드 시험시간 문제지형별 공조냉동기계기사 1730 2시간30분 A 시험문제지는 답안카드와 같이 반드시 제출하여야 합니다. 제 1과목: 기계열역학 수검번호 성명 한 액체 연료의 원소분석 결과 질량비로 C 6%, H 2 14% 였 다. 이 연료 1 kg을 완전연소할    
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        윤활유 개발 동향 및 연구 사례
    

    
        
        0.3% 3.4% 40,530 4.9% 71,000 4,414 '00 '06 '10 HMC KMC ( ( 195 ( 125 ( ( ( EUROPE ASIA N. AMERICA AFRICA Hyundai Kia S. AMERICA Overseas Plant India OCEANIA : 300,000 Turkey : 200,000 China : 500,000 U.S.A    
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        C H A P T E R 13 1. 2. 3. 4. 5. 6. 7. 8. 9. 10. 11. 13.1 ( ) 12 000 psi [ 13 1] 6in 10 [ 13 2] (stamping) 500 501 (pressure regulator) (oil mist) (lubricator) (air dryer) (muffler) 13.2 21 % 78 % 1 % 4    
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        LYOUT O TH HIN (Dimensions in mm) ending radius R Lp Lf H ORDRING RKT TYP (ree nd racket)
    

    
        
        LOW DUST LOW NOIS L HIN! Min Max nsb 020R lean Room Type nsb020r, nsb022r nsb028r, nsb035r rames are assembled at every link. nsb045r, nsb060r, nsb0r MTRIL hain material: PS-amide UL94-H Low Noise: TUV    
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